




Real-T ime Digital Recording System

1 Channel BNC / VGA output  2 Channel BNC / VGA output  

16 Channel alarm input 4 Channel alarm input

6 Channel relay output 3 Channel relay output 

Continuous, Schedule, Alarm and Motion detection 

Up to 25fps(PAL)/30fps(NTSC), Variable frame rate and variable bit rate 

Each channel up to 192 detection zone 

Up to 4 HDD, FAT32 format Up to 8 HDD, FAT32 format 

RJ45 10M/100M Ethernet, Centralized management software, support LAN/WAN and IE browser  

RS485 for PTZ function, support multiplex protocol 

CD/DVD-RW, USB and network backup 

Front panel, IR controller and mouse 

AC 110V/60HZ, AC 220V/50HZ 

30W

-10 ~+50  RH95% Max

-10%-90%

2 U standard industrial case   441(W)x89(H)x430(D) mm 

12.5Kg (without HDD) 

40W25W

IK-DVR800 IK-DVR1600IK-DVR400Ð Í º Å
Operation system

Model

Compression  

Video input  

Video output 

Audio input  

Audio output 

Display mode 

Image resolution 

Alarm input 

Alarm output 

Recording mode  

Recording rate 

 Image quality 

Motion detection 

HDD storage 

Backup

Network 

User operating 

Working temperature

  

 RS232  

 Power supply   

 Working humidity    

PTZ 

Power consumption  

Dimension  

4/8/16  Channel  PAL/NTSC, BNC(1.0Vp-p,75Ohm) 

4/8/16  Channel  audio  input / 1 Channel  two-way  network  audio input  

 1 Channel audio output

Monitor :704x576 (PAL),704x480(NTSC)      VGA output :1024x768 

Record/Playback: CIF:352x288(PAL),352x240(NTSC)   D1:704x576 (PAL),704x480(NTSC)    

6 levels selectable 

DB 9-pin female connector 

Full  screen, Quad, 9 Full  screen, Quad, 9,16 Full  screen, Quad 

Specification

Embedded Real-time Operation System 

Video :H.264      Audio :ADPCM 

Weight 

Control multiplex DVR S

Modify the parameters of DVR,manual recording,playback

PTZ controlled

RS232 connected

Ease of installation and operation

IK-KB200

DVR Keyboard Controller

IKEGAWA CCTV 


